BCM450 SIP trunking to CS1000 r6 Programming Example
NRS Server Programming
Parameters:
SIP trunks for 4 digit dial only

No PSTN access

Bcm 450 DN’s 1900-1999, 22xx 23xx

CS1000 DN’s: ALL except above 

BCM also dials 8XXXX to Tandem through CS1000 to another site
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Click EDIT
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Note: Any modification of NRS Server configuration would not take effect unti you restart all the services
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SystemWide Settings
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Service Domain
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L1 Domain
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L0 Domain
[image: image11.png]Domains

Domains establish the basic structure of your converged network, defined by Senvice domains, L1 (UDP) and L0 (CDF) domains.

Service Domains (1) L1 Domains (UDP) (1) L0 Domains (CDP) (1)

Fitter by Domain :| All senice domains v

O D~ Description
10 cdo

s [AILT domains v

Fefresh
#of Gateway Endpoints

#of Routing Entries Cantext

rogershospital local f udp




[image: image12.png]Edit LO Domain ( rogershospitallocal I udp)

Darmain name:
Dormain description.

Endpoint authentication snabled:
Authentication password

E.164 county code;

E.164 area code,

Frivate unqualified number label:

E.164 international dialing access code;
E.164 international dialing code length
E.164 national dialing access code:

E.164 national dialing code length

E.164 local (subscriber) dialing access code:

E.164 lacal (subscriben) dialing code length:

cdp

Not configured

PrivateUnknawin

(=)

(=)

(0-93)




[image: image13.png]Frivate L1 domain (UDF location) dialing access
code,

Frivate L1 domain (UDF location) dialing code length
Special number:
Special number dialing code length

Emergency service access prefix

* Required value

(=)

©31)

Save

Cancel




Endpoints
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BCM450MADISON Endpoint
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ROGERSMAIN Endpoint
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Routing ROGERMAIN
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BCM450MADISON Routing
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Misc
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